
Lock disk for 3” track

1/8” x 1-1/8” x 1-1/8” 
steel welded to lock 
plate

7/8” 
Extension

Rim cylinder plate

(2) 1-7/8” x #12 pan head screws
(Broken to length

 1-7/8”, 1-1/4”, Or 3/4”)

Inside T handle

5/8” x 20 self-drilling 
tek screw (3)

Lock plate

Outside handle

Spring

Night latch

Lock bar

Push nut 
(see note)

1-1/4” 
Thru

(2) #10 - 24 
Nuts

4-1/4”

4”

(4) 3/4” x #8 
screws

Lock 
plate

11/16” PVC spacer TS-125
1-5/16” PVC spacer TS-150
1-11/16” PVC spacer TS-200

Trim ring (Tall)
(Used for TS-

125 only)

Fig. W

3/8” 
Thru

7/8” Outside
7/16” Inside

12-1/2”

#10 - 24 x 2-1/2”
(2) Carriage bolts

(See note)

Cupped 
lock disk

Trim ring
(All except 
TS-125)

Rim 
cylinder

Part No: 307892

PG. 15
NOTE: After securing the outside handle, cut the (2) carriage 
bolts flush with the nuts. 
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COMMERCIAL DOORS
Low Profile Outside Handle

INSTALLATION INSTRUCTION INSERT

Use this insert in conjunction with the installation manual provided with the door.


